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Brasco’s contained PLS module is available in a 
wide variety of sizes ranging from 30W, 55W, 65W, 

100W and 120W panels. 

The PLS operates using the same system  
components while only the panel size changes depending on 

geographic location and illumination requirements.   

PLS System Components Include: 

• UL Listed Photovoltaic Solar Panel 
• UL Listed 5 Watt LED Light 
• UL Recognized Photovoltaic Batteries 
• CE Certified Photovoltaic Controller  
• Powder Coated Aluminum Housing 

With the number of solar lighting packages now 

available on the market, it’s becoming increas-

ingly challenging to compare systems apples to 

apples.   

Below are recommended vetting questions to 

aid in that process.  

 

 How many days of battery backup does it 

provide?  

 How many foot candles does the light 

measure at ground level? 

 Is the system calculated for worst case 
scenario winter weather for your specific 

geographic location? 

 What are the timer settings?  6/2 (8 hours 
per night) and dusk-to-dawn illumination is 

common. 

 Will the lighting package arrive pre-installed 

and pre-wired onto the shelter roof? 

SOLAR LIGHTING DESIGN  
Low profile and integrated with shelter roof design 

PHOTOVOLTAIC PANEL 
Industry standard, UL Listed: 30W, 50W, 65W, 100W,120W 

DAYS OF AUTONOMY 
3-5 days of battery back-up 

SOLAR CHARGE CONTROLLER   
Automatically preset for 6/2 hour setting or dusk-to-dawn  
illumination 

ILLUMINATION TYPE  
High intensity, 5W white light emitting diodes (LED) rated for 
outdoor / damp environments 

ILLUMINATION OUTPUT  
3.5 foot candle min. to be measured at 2 ft. above concrete 
shelter pad to illuminate a min. of 45 sq. ft.  

ARRAY TO LOAD RATIO (ALR)  
1.25-1.4 ALR  

PHOTOVOLTAIC BATTERIES  
Industry standard, rechargeable, non-spillable, sealed,  
absorbed glass mat (AGM) 

HARDWARE  
Tamper resistant hardware, hardware tool included 

MOUNTING APPLICATION  
Integrated under shelter roofs with adjustable mounting  
hardware. Can be factory pre-wired and pre-installed to the 
roof prior to shipping or mounted to an existing shelter roof.  

FINISHING  
Powder coated to match shelter finish; 5 year warranty 

PHOTOVOLTAIC PANEL WARRANTY  
2 years 

SOLAR CHARGE CONTROLLER WARRANTY  
3 years 

PHOTOVOLTAIC BATTERY WARRANTY   
3 years prorated (refunded / applied): 

• 0-12 months: 100% 

• 13-24 months: 50% 

• 25-36 months: 25%    

REPLACEMENT PARTS  
Replacement part numbers  provided for all components 
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Tamper Resistant Hardware UL Listed Outdoor Rated LED Light Ventilation Cap 


